
QUICK RELEASE
SOLUTIONS

Ball-Lock Pins

More options now in stock!

Ball-Lock Pins have a push button that initiates ball action 
and retraction. Ball-locking design combines secure 
fastening with “quick release” ease of removal. Double 
locking-ball design increases retention capabilities.

Our unique design features both a one-piece, cold-formed 
body and spindle for increased durability. Now stocked with 
a T-handle and Key-Lock option!

Stocked in heat-treated alloy steel for strength and 
durability. Standard finish is Zinc with Yellow Chromate. 
Other finishes available.

Ball-Lock Pin Features

One-Piece Push 
Button/Spindle

Zinc/Yellow Chromate 
Finish for Corrosion 
Resistance

440C Stainless Steel 
Balls Hardened to 
Rc 58-62

One-Piece, Cold-Formed
Head/Body - Alloy Steel 
Heat-treated

Heavy-Duty       
Stop Collar

HIGH QUALITY COMMERCIAL EQUIVALENT!
Our Exclusive

Design Innovation
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Standard Ball-Lock Pin

T-Handle Option Key-Lock Option

Shank
Diameter

A

Ball
Height

B

Chamfer
Length x Deg

C

End
Length

D

Effective
Length

E

1/4 (.2455/.2485)

5/16 (.308/.311)

3/8 (.3705/.3735)

1/2 (.4955/.4985)

.284/.294

.370/.380

.435/.445

.589/.599

.093 x 22°

.125 x 22°

.125 x 22°

.125 x 22°

.312

.312

.375

.437

as required

as required

as required

as required

.870

.870

.900 

1.125

1.73

1.73

1.75

2.00

.700

.800

.860

1.000

.83

.89

1.00

1.08

.60

.60

.60

.77

.62

.62

.62

.79

inquire

.75

.75

inquire

inquire

2.13

2.13

inquire

inquire

1.00

1.00

inquire

8,200

12,800

18,400

32,800

Ball-Lock Pin Specs

Length F G Finger Space H
Standard Standard StandardT-Handle T-Handle T-HandleKey-Lock Key-Lock Key-Lock

Approximate
Double

Shear/Pounds

Unless otherwise noted, all dimensions are for reference only.

New!

Key-Locking 
Option

Ball-Lock Pins continued on page 17
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QUICK RELEASE
SOLUTIONS

Ball-Lock Pins
STOCK SIZES

diameter (A) x effective length (E)
STOCK
CODE VERSION F G H

1/4 x 1/2
1/4 x 1/2
1/4 x 3/4
1/4 x 3/4
1/4 x 1
1/4 x 1
1/4 x 1-1/4
1/4 x 1-1/4
1/4 x 1-1/2
1/4 x 1-1/2
5/16 x 1
5/16 x 1
5/16 x 1
5/16 x 1-1/4
5/16 x 1-1/4
5/16 x 1-1/4
5/16 x 1-1/2
5/16 x 1-1/2
5/16 x 1-1/2
5/16 x 1-3/4
5/16 x 1-3/4
5/16 x 1-3/4
5/16 x 2
5/16 x 2
5/16 x 2
3/8 x 1
3/8 x 1
3/8 x 1
3/8 x 1-1/4
3/8 x 1-1/4
3/8 x 1-1/4
3/8 x 1-1/2
3/8 x 1-1/2
3/8 x 1-1/2
3/8 x 1-3/4
3/8 x 1-3/4
3/8 x 1-3/4
3/8 x 2
3/8 x 2
3/8 x 2
3/8 x 2-1/4
3/8 x 2-1/4
3/8 x 2-1/4
3/8 x 2-1/2
3/8 x 2-1/2
3/8 x 2-1/2
1/2 x 1
1/2 x 1
1/2 x 1-1/2
1/2 x 1-1/2
1/2 x 1-3/4
1/2 x 1-3/4
1/2 x 2
1/2 x 2
1/2 x 2-1/2
1/2 x 2-1/2
1/2 x 3
1/2 x 3
1/2 x 3-1/2
1/2 x 3-1/2

PL4-500
PLK4-500
PL4-750
PLK4-750
PL4-1000
PLK4-1000
PL4-1250
PLK4-1250
PL4-1500
PLK4-1500
PL5-1000
PLK5-1000
PLT5-1000
PL5-1250
PLK5-1250
PLT5-1250
PL5-1500
PLK5-1500
PLT5-1500
PL5-1750
PLK5-1750
PLT5-1750
PL5-2000
PLK5-2000
PLT5-2000
PL6-1000
PLK6-1000
PLT6-1000
PL6-1250
PLK6-1250
PLT6-1250
PL6-1500
PLK6-1500
PLT6-1500
PL6-1750
PLK6-1750
PLT6-1750
PL6-2000
PLK6-2000
PLT6-2000
PL6-2250
PLK6-2250
PLT6-2250
PL6-2500
PLK6-2500
PLT6-2500
PL8-1000
PLK8-1000
PL8-1500
PLK8-1500
PL8-1750
PLK8-1750
PL8-2000
PLK8-2000
PL8-2500
PLK8-2500
PL8-3000
PLK8-3000
PL8-3500
PLK8-3500

Standard
Key-Locking
Standard
Key-Locking
Standard
Key-Locking
Standard
Key-Locking
Standard
Key-Locking
Standard
Key-Locking
T-Handle
Standard
Key-Locking
T-Handle
Standard
Key-Locking
T-Handle
Standard
Key-Locking
T-Handle
Standard
Key-Locking
T-Handle
Standard
Key-Locking
T-Handle
Standard
Key-Locking
T-Handle
Standard
Key-Locking
T-Handle
Standard
Key-Locking
T-Handle
Standard
Key-Locking
T-Handle
Standard
Key-Locking
T-Handle
Standard
Key-Locking
T-Handle
Standard
Key-Locking
Standard
Key-Locking
Standard
Key-Locking
Standard
Key-Locking
Standard
Key-Locking
Standard
Key-Locking
Standard
Key-Locking

0.87
1.73
0.87
1.73
0.87
1.73
0.87
1.73
0.87
1.73
0.90
1.73
1.00
0.90
1.73
1.00

0.9
1.73
1.00
0.90
1.73
1.00
0.90
1.73
1.00
0.90
1.75
1.00
0.90
1.75
1.00
0.90
1.75
1.00
0.90
1.75
1.00
0.90
1.75
1.00
0.90
1.75
1.00
0.90
1.75
1.00
1.16

2.00
1.16

2.00
1.16

2.00
1.16

2.00
1.16

2.00
1.16

2.00
1.16

2.00

0.70
0.83
0.70
0.83
0.70
0.83
0.70
0.83
0.70
0.83
0.80
0.89
2.13
0.80
0.89
2.13
0.80
0.89
2.13
0.80
0.89
2.13
0.80
0.89
2.13
0.86
1.00
2.13
0.86
1.00
2.13
0.86
1.00
2.13
0.86
1.00
2.13
0.86
1.00
2.13
0.86
1.00
2.13
0.86
1.00
2.13
1.00
1.08
1.00
1.08
1.00
1.08
1.00
1.08
1.00
1.08
1.00
1.08
1.00
1.08

0.62
0.60
0.62
0.60
0.62
0.60
0.62
0.60
0.62
0.60
0.62
0.60
0.75
0.62
0.60
0.75
0.62
0.60
0.75
0.62
0.60
0.75
0.62
0.60
0.75
0.62
0.60
0.75
0.62
0.60
0.75
0.62
0.60
0.75
0.62
0.60
0.75
0.62
0.60
0.75
0.62
0.60
0.75
0.62
0.60
0.75
0.79
0.77
0.79
0.77
0.79
0.77
0.79
0.77
0.79
0.77
0.79
0.77
0.79
0.77

2.84
14.84

3.19
15.19
3.54

15.54
3.89

15.89
4.24

16.24
5.37

19.25
11.57
5.90

19.78
12.10
6.42

20.30
12.62
6.94

20.82
13.14
7.44

21.32
13.64

7.70
25.76
13.90
8.48

26.54
14.68

9.25
27.31
15.45
10.03
28.09
16.23
10.80
28.86
17.00
11.58
29.64
17.78
12.35
30.41
18.55
13.65
35.61
16.45
38.41
17.85
39.81
19.25
41.21
22.05
44.01
24.85
46.81
27.65
49.61

Ball-Lock pins are now 
available with added 
security options!

Secondary Lock
Push button can only be depressed 
(thus disengaging balls) if the spring-
loaded “security catch” is depressed.

Dirt Cap
Installed into the “hollow” end of 
the pin, keeping dirt out and balls 
functioning properly. Great for 
applications where pin frequently 
contacts soils or other sources of 
extreme dirt contamination.

• Additional locking balls
• Special finishes
• Special head shape

Customize a Ball-Lock 
Pin to your exact needs

Approximate
Weight/Pounds
per 100 Pieces

Continued from page 16
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